
HVAC WHIPS

• Material: Metallic fittings for metallic version. 
Non-metallic fittings for non-metallic version.

• Conduit: 4ft and 6ft lengths.

• Fittings: Metallic and non-metallic.

• Packaging: Individually bagged for display and 
carry.

• Value: Install friendly 1.5ft of additional wire 
per strand.

• Rating: UL listed. Flexible, non-metallic 
conduit and fittings.

XP# DESCRIPTION   CASE QTY PALLET QTY 
XP131 1/2"x4' #10 UL Non-Metallic - Indiv Bag 6 360
XP135 1/2"x6' #10 UL Non-Metallic - Indiv Bag 6 360
XP133 3/4"x4' #8 UL Non-Metallic - Indiv Bag 6 360
XP137 3/4"x6' #8 UL Non-Metallic - Indiv Bag 6 360

XP132  1/2"x4' #10 UL Metallic - Indiv Bag 6 360
XP136  1/2"x6' #10 UL Metallic - Indiv Bag 6 360
XP134  3/4"x4' #8 UL Metallic - Indiv Bag 6 360
XP138  3/4"x6' #8 UL Metallic - Indiv Bag 6 360
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• Pre-order now! - Avl. mid-May!
• UL rated, flexible conduit 
• 4ft and 6ft conduit lengths
• 1/2" and 3/4" metallic and-

non-metallic fittings 

Metallic fittings Non-metallic fittings

“Because you’re not just a pro,    
  you’re an expert.”


